
Photometric Measurements
Photometrische Messungen I Mesures Photométriques 
Medicones Fotométricas 

TS 200 FC (CLTS200FC)

Luminous flux Chromaticity coordinates 

All LEDs on x y5250 lm 0.325 0.314 

Red x y810 lm 0.699 0.297

Green x y1530 lm 0.177 0.713

Blue x y300 lm 0.154 0.029

Amber x y2830 lm 0.534 0.417

Lime x y4970 lm 0.406 0.314

Cyan x y910 lm 0.083 0.309

400 500 600 700 

W
av

el
en

gt
h 

[n
m

]

UV IR

Red

400 500 600 700 

UV IR

Blue

400 500 600 700 

W
av

el
en

gt
h 

[n
m

]

UV IR

Amber

400 500 600 700 

W
av

el
en

gt
h 

[n
m

]
W

av
el

en
gt

h 
[n

m
]

UV IR

Green

400 500 600 700 

400 500 600 700 

W
av

el
en

gt
h 

[n
m

]

UV IR

All LEDs on 

34.2k
23
46

3.8k
68
139

1.4k
114
231

342
228
462

86
456
923

Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 13.0°

Distance (m)

Beam angle 
(1/10 peak): 26.0°

1 3 5 10 20

CRI >90 (CCT Mode)
CCT 2800-8000 K

Narrow 13.0° 26.0°
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 48.0° 

Distance (m) 1 3 5 10 20

CRI >90 (CCT Mode)
CCT 2800-8000 K

48.0° 61.0°Wide

Beam angle 
(1/10 peak): 61.0°
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