




The CURV 500® feels at home wherever there‘s music 
playing: in bars, clubs, studios and even as a home 
entertainment system. It can be permanently installed 
with versatile wall and ceiling bracket systems wherever 
perfect sound quality is called for. This is where the 
benefits of the compact CURV 500® come into their own.

One system – several options. The CURV 500® can be installed on the wall or ceiling, depending on the configuration of the space. 

Up to 4 Array Satellites can be combined, in ascending or descending order, using the discreet fixing modules and the phoenix connectors on the rear 

side of the SmartLink® adapter. Whatever works best!
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GREAT SOUND CAN BE INSTALLED.

The brackets can be fixed to the wall 

or ceiling. Wall-mounted, the line 

array can be assembled from the 

floor up or even suspended. CURV 500 TMB 
Clamp for Truss

CURV 500 CMB 
Ceilingmount

CURV 500 WMB /W 
Wallmount downward 

Wallmounted upward
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(CURV 500®AVS also available in white!)
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MODEL NAME CURV 500®ES CURV 500®AVS CURV 500®PS

TYPE:
Portable Array System Entertainer Set
Including Distance Bar & Speaker Cable

Portable Array System AV Set
Including Speaker Cables

Portable Array System Power Set
Including Distance Bars & Speaker Cables

RATED SYSTEM POWER (RMS): 460 W 380 W 920 W

NUMBER OF ARRAY SATELLITES: 4 2 8

NUMBER OF SMARTLINK® ADAPTERS: 1 2 2

NUMBER OF SUBWOOFERS: 1 1 2

MAX. SPL (CONTINUOUS): 122 dB 116 dB 128 dB

MAX. SPL (PEAK): 128 dB 122 dB 134 dB

SUBWOOFER: 10“ bass reflex

SATELLITE: MF: 1 x 4“ / HF: 3 x 1“ with WaveAhead® Technology / 16 ohms

FREQUENCY RESPONSE: 47 Hz - 20 kHz

DISPERSION (H X V): 110° horizontal, 10° vertical per satellite

AMPLIFICATION: Class D

POWER OUTPUT (RMS/PEAK):
Subwoofer: 300 W / 1200 W
Satellite: 2 x 160 W / 2 x 640 W

Subwoofer: 300 W / 1200 W,
Satellite: 2 x 160 W / 2 x 640 W

Subwoofer Extension: 300 W / 1200 W, 
1 x 160 W / 1 x 640 W (Satellite)

PROTECTION: DSP based multiband-limiter, Short Circuit, Overheating, Over-current

SUBWOOFER FEATURES: 4 channel mixer, Bluetooth®, 16 DFX Presets, 4 System DSP Presets, threaded M20 Flange, 3 ergonomic handels

SUBWOOFER CONTROLS: Input Level (Ch1-4), Hi-Z, Hi/Low EQ (Ch1-2), DFX (Ch1-2), DFX Presets, DSP Presets, Blutetooth Link, Mono/Stereo, Sub Level, Main Level

SUBWOOFER INDICATORS: Signal, Limit, Bluetooth®, Power

SUBWOOFER CONNECTORS:
1x Mic/Hi-Z (XLR/6,3mm Jack Combo), 1x Mic (XLR/6,3mm Jack Combo), 2x Line 
(XLR/6,3mm Jack Combo), 3,5mm Jack, 2 x Array Satellite Out (Speakon compatible), Line Out (XLR), System Out (5-pin XLR)

SUBWOOFER MATERIAL: Plywood

SUBWOOFER SURFACE: PA Painting

ARRAY SATELLITE FEATURES: WaveAhead® Technology, internal crossover, metal grille, thread for safety rope.

ARRAY SATELLITE MATERIAL: Diecast Aluminium

ARRAY SATELLITE SURFACE: Powder coating

SMARTLINK® ADAPTER FEATURES: dual 16 mm fange, 2x M6 thread for optional wall mount, 4x Thread for optional ceilling mount

SMARTLINK® ADAPTER CONNECTORS: 1x Speakon compatible, 1x Phoenix

SMARTLINK® ADAPTER MATERIAL: Diecast Aluminium

SMARTLINK® ADAPTER SURFACE: Powder coating

SUBWOOFER DIMENSIONS (W X H X D): 325 x 383 x 491 mm

ARRAY SATELLITE DIMENSIONS (W X H X D): 122 x 122 x 122 mm

SMARTLINK® ADAPTER DIMENSIONS (W X H X D): 122 x 57 x 122 mm

SUBWOOFER WEIGHT: 16,5 kg

ARRAY SATELLITE WEIGHT: 1,7 kg

SMARTLINK® ADAPTER WEIGHT: 0,6 kg

BIG TECHNOLOGY: 
COMPACT DIMENSIONS

SPECIFICATIONS
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The tightly packed tweeter 
array allows a seamless 
coupling of satellites. 
The result:  everyone in 
the audience enjoys the 
same excellent sound 
experience, regardless of 
where they are standing 
in the venue.

The coaxial arrangement of the WaveAhead® technology solves the in-
terference issues of conventional loudpseakers and allows for a wide and 
even sound dispersion. With this unique setup you get the best of both 
worlds, an extra large sound coverage and a very compact design.

Loudspeaker with
WaveAhead® technology

Symmetrical horizontal 
dispersion

Wide dispersion of mid 
and high frequencies

Wide dispersion of mid fre-
quencies, narrow dispersion 
of high frequencies

Asymmetrical horizontal 
dispersion

Conventional loudspeaker

Asymmetrical horizontal 
dispersion

WaveAhead® technology

Symmetrical horizontal 

Wide dispersion of mid fre-
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COMPACT DIMENSIONS
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CURV 500 PES
Power Extension Set
composed of 1 Subwoofer 
Extension + 4 Array Satellites 
+ SmartLink® Adapter + 
Distance Bar + Speaker Cable.

CURV 500 ES
Portable Array System
Entertainer Set

CURV 500 PS
Portable Array System
Power Set

CURV 500 AVS /W
Portable Array System
A/V Set

CURV 500 STS
Stereo Set composed of a
SmartLink® Adapter + distance bar 
+ Speaker stand base + Cable.

CURV 500 SE 
Subwoofer Extension
for CURV 500® portable
Array System

CURV 500 SUB PC 
Transport Trolley
for CURV 500® Subwoofer

CURV 500 SSB 
Speaker Stand Base
for CURV 500® portable
Array System

CURV 500 DB 
Distance Bar
for CURV 500®

portable Array
System

CURV 500 SLA /W 
SmartLink® adapter
for CURV 500® portable
Array System

CURV 500 S2 /W 
2 x Array Satellites
for CURV 500® portable 
Array System

CURV 500 SAT BAG 
Satellites Transport Bag 
for 4 CURV 500® Satellites

SETS & EXTENSIONS
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AWARD WINNING DESIGN
 MADE PORTABLE.

YOUR LOCAL DEALER:

 WWW.LD-SYSTEMS.COM
 LD Systems® is a brand of the Adam Hall Group

The information contained in this publication, including numerical data, has been prepared as a general guide to the products, but 
intending buyers and users must satisfy themselves as to the suitability and the safety of the products for their particular purposes and 
duties. No responsibility is assumed for any errors herein. The company reserves the right to alter the designs and material specifications 
of products shown in this publication without notice. AH
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